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WOOD-BURNING HEATERS

Where style and 
tradition meet



Aito heaters take sauna-goers to the source of 

genuine heat. Aito continuosly heating wood-

burning sauna stoves heat saunas around Fin-

land and the world - in towns and forests, as 

well as on the coast. The heater combines age-

old traditions, top quality and intricate design.

Aito heaters are ecological, and its awarded 

design will last for years to come. The high 

quality materials make this heater suitable even 

in extreme conditions.

All Aito sauna heaters are Finnish designed and 

made.

The source of genuine heat.
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16
Aito
16 / 20 / 24

The Aito’s wood-burning sauna heater combines time-

less design, top quality, and durability. The unique black 

enamelled surface prolongs the service life of the heater 

and facilitates its maintenance. The sauna heater is CE 

marked and has been tested in Finland.

The sturdy structure and ample room for stones ensure 

even distribution and pleasurable steam. Thanks to the 

cast iron glass door it is easier to keep the fire uniform. 

Water heats to an enjoyable temperature in the water tank 

at the front of the heater. The tank has a large, easily han-

dled filler hole and the tap position can be changed so that 

it is either on the left or the right side of the heater.

 » The ash drawer in the size of the base and 

efficient airflow ensure an efficient and clean 

combustion process.

 » The massive 10 mm thick firebox cover makes 

the heater safe and prolongs its service time.

 » The Aito 16 and 20 heaters are also available 

with a water tank. The water tank is at the front 

of the heater.

 »  The unique and stylish black enamelled surface 

is durable and easy to clean.

MODELS 16 AND 20 ARE ALSO
AVAILABLE WITH A WATER TANK (VS)

Technical specifications Aito 16 / VS Aito 20 / VS Aito 24

Room size 8–16 m³ 10–20 m³ 12–24 m³

Height 76 cm 76 cm 76 cm

Width 40 cm 48 cm 55 cm

Depth 50 cm 50 cm 50 cm

Depth (water tank models) 66 cm 66 cm –

Safety clearance to combustible material

Side 300 mm

Front 500* mm

Top 1 270 mm

Rear 200 mm

*) We recommend leaving a 1,000 mm  

maintenance area in front of the sauna heater.
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20 24

Aito 16 / VS Aito 20 / VS Aito 24

Total weight / amount of stones (Ø 10–15 cm) 120 kg / 50 kg 137 kg / 60 kg 160 kg / 80 kg

Outer diameter of the connective flue 119 mm 119 mm 119 mm

Distance of the bottom edge of the connective flue from the floor 54 cm 54 cm 54 cm

Volume of the water tank 19 l 22 l –

Casing Black, enamelled Black, enamelled Black, enamelled

The tap 

can be either on the left or on the right side

The water tank is located on the front side of the heater.

Safety clearance to combustible material

Side 300 mm

Front 500* mm

Top 1 270 mm

Rear 200 mm

*) We recommend leaving a 1,000 mm  

maintenance area in front of the sauna heater.
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Aito 
20 ST
Tunnel model

A heater burning in another room is a good choice if you 

wish the sauna room to serve solely as a place for enjoying 

the pleasure of the sauna. The Aito wood-burning sauna 

heaters combine stylish modern design and durability. The 

sturdy structure and ample room for stones ensure even 

distribution and pleasurable steam. Black and enamelled 

steel casing is elegant and easily cleaned. 

An ash drawer the size of the bottom and a 10 mm ceiling 

plate on the furnace ensure durability. A cast iron glass 

door adds to the atmosphere and helps keep the fire 

uniform. Thanks to adjustable legs, the heater is easy to 

install.

Technical specifications Aito ST

Room size 10–20 m³

Height 76 cm

Width 48 cm

Depth 68 cm

Total weight / amount of stones (Ø 10–15 cm) 109 kg / 50 kg

Outer diameter of the connective flue 119 mm

Distance of the bottom edge of the connective flue from the floor 68 cm

Thicness of the ceiling plate 10 mm

Casing Black, enamelled
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EVERyTHING IN ONE PACKAGE!

 » The delivery kit of Steel flue smoke flues  

contains everything needed for installing 

and connecting a smoke flue.

 » The external casing of the smoke flue is  

made of zinc-coated steel finished with black 

heat-resistant paint and the inner tube is made 

of stainless steel.

 » The safe Kota Steel flue is provided with CE- 

marking confirming that the flue fulfils  

the requirements of fire safety class T600. 
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Steel flue 15 Steel flue 24

Diameter (ø) 125 mm 150 mm

Extension has  
insulation 30 cm / 60 cm 60 cm / 120 cm

Connection pipes,
not insulated

100 cm 13 cm

The Kota Steel fue is a high-quality, safe smoke flue for sauna 

heaters and other furnaces. The delivery kit also includes a safe 

installation-ready solution for feeding the smoke flue through 

the roof and attic floor. A valve is also included.

The length of the insulated section of the Kota Steel flue 15 

smoke flue (ø 125 mm) is 1 500 mm and this includes all parts 

needed for installation. The basic package is about 2 500 mm 

without extensions. Extension sections available for the smoke 

flue: 300 mm and 600 mm.

The length of the insulated section of the Kota Steel flue 24

smoke flue (ø 150 mm) is 2 400 mm and this includes all parts 

needed for installation. The basic package is about 2 530 mm 

without extensions. Extension sections available for the smoke 

flue: 600 mm and 1 200 mm.

 » The capacity of the water tank 

is 22 litres. It is only suitable 

with Kota Steel flue 15.

»

Kota Steel flue 
15 & 24 Rainfall cover of the flue

Flue part
Kota Steel flue 15: 300 mm
Kota Steel flue 24: 1 200 mm

Rubber sealing of the roof

Support / seal of the base

To the flue channel

Ceiling duct casing
Height 400 mm

Ceiling duct insulation
Height 200 mm

Anti-steam flange

Ceiling duct flange
0-22 degrees

Fastening ring

Portion of the  

insulated valve
1 200 mm

Uninsulated connection pipe
Kota Steel flue 15: 1 000 mm
Kota Steel flue 24: 130 mm
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Parts & accessories
Kota’s additional parts and accessories are compatible with Narvi heaters.

Cauldrons

Kota cauldrons allow for heating large quantities of water. 

Thanks to fire-resistant vermiculite insulation, heated 

water remains warm up to 24 h. The inner boiler is made of 

wear-proof stainless steel and can be easily removed for 

cleaning. Cauldrons are available in 50 and 80 litre sizes.

Sauna stones

Durable and traditional Kota sauna stones are available  

in 5–10 cm and 10–15 cm sizes and 20 kg packages. 

Rounded Kota sauna stones are 5–10 cm and available 

in a 15 kg package. White Kota heater stones, intended 

to be used as surface stones, are suitable for all electrical 

and continuous burning heaters. One crate contains 10 kg 

of white sauna stones.

Connective pipes

The connective flues are made of 2.0 mm steel sheet and 

painted with heat-resistant paint. A versatile selection of 

Kota connective flues allows installation of heaters and 

furnaces in the most complicated structures. See details 

and measurements: www. narvi.fi

Stonecage

The stonecage makes use of the warmth of the connec-

tive flue. Also, the steam is more endurable as the steam 

water runs from the stones down to the actual heater. 

Stonecage may also be stacked, thus adding more style 

to the sauna. Stonecage is available painted in black and 

in stainless steel.
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Protective solutions

Narvi offers installation-ready solutions for safe reduction 

of safety clearances of different furnaces. The protective 

walls also help to avoid water spray on the wooden wall 

and between the logs. The protective walls are made of 

stylish brushed chromed stainless steel. Ready-made 

protection finalizes the whole installation. 

The protective walls help to save space and offer more 

possibilities for placing the sauna heater in the most suit-

able location. Walls are available in one and two tiers. 

Single protective walls are available in two different sizes 

and make it possible to reduce the safety clearance of 

furnaces by a max 50%. Double protective walls are avail-

able in three different models, which can be united in 

one system, if necessary. Double protective walls help to 

reduce the safety clearance by a max 75%.

By using an installation base the sauna heater can also 

Smoking foil

Front plate Installation base Roof protection Protective wall, 
single

Protective wall, 
double

Chimney 

protection

921126 Protective wall  1, single 65 x 3 x 115

921125 Protective wall 2, single 75 x 3 x 115

804001 Protective wall 1, double 76 x 3,7 x 123

804002 Protective wall 2, double 65 x 3,7 x 123

804003 Protective wall 3, double 59 x 3,7 x 70/123

921122 Frontplate, rst 55 x 45

Dimensions (cm)

921123 Chimney protection, rst ø 25 x 50

921124 Roof protection, rst 65 x 65

921117 Installation base, rst 55 x 62

921121 Installation base, rst 60 x 75

921119 Installation base (VS), rst 55 x 75

802136 Installation base (octagon), rst 60 x 60

be installed in a sauna with a wooden floor or boards under 

which there is floor heating or water insulation. If the floor 

of the room is inclined, the sauna heater can be levelled by 

means of adjusting the legs of the base. The installation 

base is made of stainless steel. The size of the installation 

base should match the size of the sauna heater. The instal-

lation bases are available in five different models.

Our product range of protective solutions also includes 

ceiling protection, front sheet steel and smoke flue 

protection. More detailed information about protective 

solutions can be found in the table below.

Smoking is now easier and cleaner. Thanks to the smoking 

foil, the fish and meat you smoke is juicer than ever as the 

grease is caught on the base made from the smoking foil. 

The smoking foil facilitates cleaning since the grease does 

not drip to the bottom of the oven. Foil size 40 x 80 cm.



Besides continuosly burning sauna heaters, 

the legendary Aito heat storing AK heaters 

are available from Narvi. The product range 

also includes Aito fireplace products. All Aito 

products are characterised by established 

quality, individuality and long traditions.
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Choose the right heater: 

 
kiuasvalitsin.fi

Get inspired by the sauna designer! 

Examples found in this catalogue. 
narvi.fi

Design you own sauna!

yrittäjäntie 14, FI-27230 Lappi 

tel. +358-207 416740 

www.narvi.fi
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Made by NARVI Finland

NARVI Oy reserves the right to make changes to their products.


